ADPRO

by 4p xtralis
ADPRO PRO E PIR firmware update manual

FlashLoader software 2.0 or higher
Date: 2018-03-15

PIR models: PRO E-18, PRO E-18H, PRO E-18W, PRO E-18WH, PRO E-30, PRO E-
40, PRO E-45, PRO E-45H, PRO E-45D, PRO E-45DH, PRO E-100, PRO E-100H,
PRO E-400H, PRO E-18WRFe, PRO E-18WRFn PRO E-45RFe, PRO E-45RFn PRO
E-100RFe, PRO E-100RFn

1. Update process and requirements:

It is always recommended to use the latest FlashLoader software to perform a PIR
firmware update. The Flash Loader software (and corresponding drivers for USB
adapters) can be downloaded from the Xtralis Security solutions support Site
http://www.xtralissecurity.com.

Please log in with your personal credentials and search for “FlashLoader PIR Update”
or file no. 29461. This .zip file contains the Flash Loader Software and the latest
firmware versions of the mentioned detectors.

Important: Updating the firmware will cause all detector settings including the output
settings to be reset factory settings. Only the detector’s ID will remain. We recommend
that you save the both the detector settings and the output settings to separate files
which can be loaded again after having done the update.

2. Remove old FLD versions from your computer

Go to PC Control Panel - Programs and Features > Add/remove programmes ->
remove FlashLoader
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3. Installation FlashLoader Software

Execute the setup file: ,Setup_AdproFlashloader_2.0.exe” for both 32bit and 64bit
Windows operation systems and follow the installation dialogues.
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3.1 Welcome Screen to the Flashloader Setup Wizard V1.6 and above, click

Next

]f_-’;' Setup - Flashloader = 32

Welcome to the Flashloader Setup
Wizard
This will install Flashloader 1.6 on your computer.

It is recommended that you dlose all other applications before
continuing.

Click Next to continue, or Cancel to exit Setup.

3.2 Select installation folder and click Next

Select Destination Location ~
Where should Flashloader be installed? 6

1 Setup will install Flashloader into the following folder.
To continue, dick Next. If you would like to select a different folder, dick Browse.

C:\ADPRO\Xtralis_FLD_1.6

At least 1,0 MB of free disk space is required.

< Back ][ Next > ][ Cancel

N
5! Setup - Flashloader E‘_Id_hj

3.3 Select Start Menu Folder and click Next

e
jgl Setup - Flashloader

Select Start Menu Folder
Where should Setup place the program's shortcuts?
= H Setup will create the program's shortcuts in the following Start Menu folder.

To continue, dick Next. If you would like to select a different folder, dick Browse.

< Back ][ Next > JI Cancel
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3.4 Click Install and the installation process of the FlashLoader software

begins
’ﬁ’g’.' Setup - Flashloader = | -Zh‘

Ready to Install "
Setup is now ready to begin installing Flashloader on your computer.

Click Install to continue with the installation, or dick Back if you want to review or
change any settings.

Destination location:
C:\ADPRO\Xtralis_FLD_1.6

Start Menu folder:
Xtralis-FLD

<Back [ Instai | [ cancel

j%] Setup - Flashloader

Installing
Please wait while Setup installs Flashloader on your computer.

Extracting files...
C:\ADPROWtralis_FLD_1.6\ASIMCommMinimal.dll

Cancel

3.5 Click Finish to exit the Setup

’
u@ Setup - Flashloader

Completing the Flashloader Setup
Wizard
Setup has finished installing Flashloader on your computer.

The application may be launched by selecting the installed
icons.

Click Finish to exit Setup.
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4. Firmware update with FlashLoader software

Before a firmware update can be done the PIR must be connected to the PC with a
corresponding RS485 adapter, such as the ADPRO IFM-485-ST Interface Module for
Standard PRO E-series or the PRO E-IFM-RF USB Interface module for Wireless
detectors. Please check the PC Hardware Manager and make sure that the COM port
and its corresponding driver is configured properly.

4.1 Run FlashLoaderGui.exe

r Y
@ ASIM Flash Loader 2.0 L e |

About

TSem'ngs =

File . |CA\PIR\Xtralis_FLD_2.0\FW\IR3_Kanal_Standard_1V41R00K01_1850h_F0+28MOHz | ]

Version IR3_Kanal 1V41 HWID: 0x1850 Port IEOMB—LI Address range from |'—1
Profile lm to I_w

Scan | orcel | Showlog H  Idle

Address | Progem | HWID [ Status [ FLDID [ CodeKey |

4.2 Select a firmware file

—

Select a firmware that belongs to the corresponding detector type. The list below
shows the detector model, type and firmware name that needs to be selected.

V Y
4® Offnen ﬂ
o
S~
() [ 1 « Lokaler Datentrager (C:) » PR » Xtralis FLD_20 » FW ~ | 43 ||| AW durchsuchen 2|
Organisieren v Neuer Ordner = v [l @
% Favoriten 1 Name GroBe Anderung‘sdatum
P Desktop =| || IRl Kanal_Standard_1V41R00K01_1820h_FO-k28MOHz.txt 120KB  25.02.2016 16:21
& Downloads | IR2_Kanal_Standard_1V41R00K01_1890h_F0-k28MOHz.txt 127 KB  25.02.2016 16:20
=l Zuletzt besucht ~ || IR3_Kanal_Standard_1V41R00K01_1850h_F0-k28MOHz.txt 124 KB 25.02.2016 16:19
%/ iCloud-Fotos | IR1_Kanal_Wireless_volumetric_1Y30R00K01_1C21h_F0-k28MOHz.txt 100 KB 14.09.201514:15
4+ Dropbox | IR1_Kanal_Wireless_curtain_1V30R00K01_1C11h_F0-k28MOHz.txt 100 KB  14.09.2015 14:15
1™ Fileserver | IR3_Kanal_Wireless_curtain_1V30R00K01_1C31h_F0-k28MOHz.txt 104 KB 14.09.2015 14:06
& OneDrive
4 Bibliotheken
[/ Bilder
5 NDakumente a7 ji r
Dateiname: IR3_Kanal_Standard_1V41R00K01_1850h_F0-k28MOHz.txt v [TI-TextfiIes (*.bxt) v]
[ Offnen IVI [ Abbrechen ]
e
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Detector Model Detector type Firmware name
PRO E-18, Single-channel IR1 Kanal_Standard
PRO E-18H,
PRO E-18W,
PRO E-18WH,
PRO E-30,
PRO E-40,
PRO E-45,
PRO E-45H
PRO E-45D Dual-channel IR2_Kanal_Standard
PRO E-45DH
PRO E-100, Triple-channel IR3_Kanal_Standard
PRO E-100H,
PRO E-400H
PRO E-18WRFe, Single-channel IR1_Kanal_Wireless_volumetric
PRO E-18WRFn volumetric
PRO E-45RFe, Single-channel IR1_Kanal_Wireless_curtain
PRO E-45RFn curtain
PRO E-100RFe, Triple-channel IR3_Kanal_Wireless_curtain
PRO E-100RFn

4.3 Select the correct COM port and Profile “Default”

Port ICOMQ L] Address range from [ 1
Profile Im L] to [_10

Detault

Remote Idle

Select the connected COM port and the address of the detector. In default settings an
address range of 1 to 10 is supported. You can limit the address range of the detector
you wish to flash (the smaller the range, the faster the search). It is recommended to
use the Default profile. When the update fails the Remote profile can be used which
allows a more secured but slow update.

Hint: FlashLoader versions older than 2.0 have the profiles Ethernet and RS458
available. In this case the Ethernet profile needs to be selected.

4.4 Scan for connected detectors
Click Scan button and the connected PIRs will be displayed in the list. Select one or
more you wish to flash and continue with the Program button.
Hint: While multiple detectors can be programmed at the same time, they have to be of
the same type (according to the overview above) and need to be connected via the
same RS485 but with different RS485 IDs for each detector.
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About

Rl

Settings

File

IC:"-.PIR'\)QraIis_FLD_2.0\FW'\.IR3_Kanal_8tandard_1 V41R00K01_1850h_F0+28M0Hz bt
Version IR3_Kanal 1V41 HWID: 0x1850

Profile lDefauh = l

Port lcomg ,I Address range from | 1

|

to | 10
Program I Cancel | Show log | ‘ Keep alive

Address | Program | HWID [ Status | FLDID | CodeKey |
3 0x1850  found 5 2

4.5 Program the detector

The firmware update takes approximately 60 seconds

#» ASIM Flash Loader 2.0 [
About

—Settings
File  |CAPIR\Xralis_FLD_2.0\FWAIR3_Kanal_Standard_1V41R00KD1_1850h_F04c28MOHz bt

Version IR3_Kanal 1V41 HWID: 0x1850

Profile lDefauh v ]

Port ICOMQ % l Address range from | 1

]

to 10
Progam | [ Cancel | Showios | I Programming
Address | Program | HWID [ Status | FLDID | CodeKey |
3 1850  found 5 2

As soon as status shows Idle and the right bar turns green, the firmware has been

updated successfully.

”
@™ ASIM Flash Loader 2.0

About

Settings

File

C:\PIR\Mralis_FLD_2.0\FW\IR3_Kanal_Standard_1V41R00K01_1850h_F0+28M0Hz bt
Version |R3_Kanal 1V41 HWID: 0x1850

Profile IDefauIt v I

Port lcomg ,l Address range from | 1

=
to |—10

Scan sovico | [IHNNNERNENNNEENE
Address | Program | HWID | Status | FLDID | CodeKey |
3 1850  found 5 2

4.6 Status of Update

Click on the Show Log button. When the Log shows OK status the update has been

done successfully.

a5 Log
15:40:47.78: 003> OK

15:40:48.13; > }f:inished
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