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NO.591588-0  0906-1

RLS-PB
Installing to RLS-3060

OPTEX CO., LTD. (JAPAN)
(ISO 9001 Certified) (ISO 14001 Certified)
5-8-12 Ogoto Otsu Shiga 520-0101 JAPAN
TEL:+81-77-579-8670   FAX:+81-77-579-8190   
URL:http://www.optex.co.jp/e/

OPTEX INCORPORATED (USA)

TEL:+1-909-993-5770
Tech:(800)966-7839 
URL:http://www.optexamerica.com

OPTEX SECURITY SAS (FRANCE)

TEL:+33-437-55-50-50
URL:http://www.optex-security.com

OPTEX (EUROPE) LTD. (UK)

TEL:+44-1628-631000
URL:http://www.optexeurope.com

OPTEX SECURITY Sp.z   o.o. 
(POLAND)

TEL:+48-22-598-06-55
URL:http://www.optex.com.pl

13661 Benson Ave., Bldg.
C.Chino,
CA 91710 U.S.A.

Clivemont Road, Maidenhead,
Berkshire, SL6 7BU
UK

475 Rue Monique et Mario Piani
69480 Amberieux d'Azergues
France ul.Bitwy Warszawskiej 1920

r.7B,02-366
Warszawa,Poland

Dimensions Unit : mm(inch)

RLS-PB Weight 0.6 kg   (20 oz.)
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Stainless

Stainless

Holes for pole mout. Pole
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Max. φ260 (φ10.2)
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①PULL

④TIGHTEN

⑤PUSH

②STOP③CUT

30mm (1.2inch)  

How to fix pole mount ring.


