
• LA CONTROPIASTRA S01 VIENE NORMALMENTE FORNITA CON LA 

MAGGIOR PARTE DEGLI ELETTROMAGNETI DA 50 Kg E 100 Kg, 

MENTRE PER I MODELLI DA 150 Kg SOLO SU SPECIFICA RICHIESTA 

• IL DIAMETRO DEL DISCO È 5 mm MAGGIORE DEL DIAMETRO 

DELL’ELETTROMAGNETE AL QUALE VIENE ABBINATO, PER 

CONSENTIRE MAGGIORE SUPERFICIE DI CONTATTO

• IL DISCO IN ACCIAIO È MONTATO SU UN APPOSITO AMMORTIZZATORE 

IN GRADO DI ASSORBIRE PARTE DELL’IMPATTO CAUSATO DALLA 

PORTA IN APERTURA. L’ELASTICITÀ DELL’AMMORTIZZATORE 

CONSENTE INOLTRE  UN PERFETTO ACCOPPIAMENTO DEL DISCO AL 

MAGNETE

Tipo / Type A B C D E F G

S01060 65 65 46 55 50 50 Ø 6

S01110 65 65 47 65 50 50 Ø 6

S01160 65 65 50 75 50 50 Ø 6

• ADJUSTABLE KEEPER PLATE IS GENERALLY SUPPLIED 

WITH MOST OF THE ELECTROMAGNETS OF 50 Kg AND 100 

Kg, WHILE FOR 150 Kg MODELS IT IS SUPPLIED ONLY 

UNDER REQUEST

• THE DISK DIAMETER IS 5 mm LARGER THAN THE 

ELECTROMAGNET DIAMETER TO WHICH IT IS LINKED. THIS 

IS TO GRANT A HIGHER CONTACT SURFACE 

• THE STEEL DISK IS MOUNTED ON A SPECIAL SHOCK 

ABSORBER WHICH REDUCES THE IMPACT DUE TO DOOR 

OPENING. THE SHOCK ABSORBER ELASTICITY ALLOWS A 

PERFECT COUPLING OF THE DISK TO THE MAGNET
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